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High Frequency X-Ray Generator

ENERGY ASSIST
CMP 150 SERIES ™

compact
lightweight
reliable
cost e�ective

www.cpii.com/cmp



665 mm
(26.2 in)

496 mm
(19.5 in)

406 mm
(16 in)

411 mm
(16.2 in)

GENERAL SPECIFICATIONS

Application

Generator Type

Power Rating

Input Phase/Voltage

Input Current

Compatible X-Ray Tubes

Rotor Supply

Auto-Tube Calibration

Anatomical Programs (APR)

Console Languages

Technique Selection

Image Receptors

Communication Protocol

Bucky-Potter Power

Energy Assist Module

GenWare® Service Software

Documentation

Dimensions

Weight

RADIOGRAPHY

kV Range

kV Accuracy

High Voltage Ripple

mAs Range (non-AEC) / Steps

mAs Accuracy

mA Range

Exposure Time Range

OPTIONS

Advanced Capacitive Discharge

Digital Interface

Digital Radiography Ready

Energy Assist Module

Exposure Foot Switch

Exposure Hand Switch

Extended Warranty

Membrane Console

Membrane Console Pedestal

Membrane Console Wall Mount

Mini-Console Controller

Serial Communication Interface

32 kW Medical   32 kW Veterinary

Radiographic 

High Frequency Output (maximum 400 kHz) 

32 kW (22 kW IEC) 

1 Φ / 100-240 VAC    10% 

≤ 15 A 

>100 tube models, <300 kHU recommended

Low Speed Starter 

Standard 

1024 techniques (human) 1024 techniques (animal)

Chinese, Cyrillic, English, French, German, Italian,
Spanish, Swedish, (consult factory for additional)

kV / mAs 

Up to 5 

CPI Standard 

24 VDC / 2 A, or 110 VAC or 220 VAC / 0.8 A 
(jumper selectable, line voltage dependent) 

4000 J standard, 6000 J (optional), 8000 J (optional) 

PC-based diagnostics and technical support 

Manuals on CD 

411 mm (H) X 665 mm (W) X 496 mm (D) 

53 kg (59 to 65 kg with EA Module options) 

32 kW Medical   32 kW Veterinary

40 to 125 kV 

  (5% + 1 kV) 

4% peak-peak for ≥ 10 kHz 

0.1 to 500 mAs / R'20 (line voltage & 
Energy Assist Module dependent)

  (10% + 0.2 mAs) for > 0.1 mAs 

10 to 500 mA 

1 to 10000 ms 

 

Available (consult factory)

Custom hardware 

Available 

Available (6000 J or 8000 J) 

Available

Available 

Available (consult factory) 

Available 

Available 

Available 

Available 

RS232 

GENERATOR PERFORMANCE MATRIX
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